Al.2.2 Values of yfactors

(1) Values of y factors should be specified.

NOTE Recommended values of y factors for the more common actions may be obtained from Table

Al

Table Al.1 - Recommended values of y factors for buildings

Action 2 ¥ ¥

Imposed loads in buildings, category (see
EN 1991-1-1)
Category A : domestic, residential areas 0,7 0,5 0,3
Category B : office areas 0,7 0,5 0,3
Category C : congregation areas 0,7 0,7 0,6
Category D : shopping areas 0,7 0,7 0,6
Category E : storage areas 1,0 0,9 0,8
Category F : traffic area,

vehicle weight < 30kN 0,7 0,7 0,6
Category G : traffic area,

30kN < vehicle weight < 160kN 0,7 0,5 0,3
Category H : roofs 0 0 0
Snow loads on buildings (see EN 1991-1-3)*
Finland, Iceland, Norway, Sweden 0,70 0,50 0,20
Remainder of CEN Member States, for sites 0,70 0,50 0,20
located at altitude H > 1000 m a.s.l.
Remainder of CEN Member States, for sites 0,50 0,20 0
located at altitude H < 1000 m a.s.l.
Wind loads on buildings (see EN 1991-1-4) 0,6 0,2 0
Temperature (non-fire) in buildings (see EN 0,6 0,5 0

1991-1-5)

NOTE The y values may be set by the National annex.

* For countries not mentioned below, see relevant local conditions.




